What Your Saw 
Needs 

Rapid Saw Gauge 

Simply apply it as you apply your present 
ivel gauge. No fitting necessary. The Rapid 
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Sure-Grip Work Holder 

Apply the same as your present holder. 
String necessary. This is the only workhold. 
' e Miller saw ever invented th; 
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New Mitering Attachment 

A mitering attachment which can be applied 
in a few seconds and removed just as rapidly. 
It has a range in thickness from 2 points to 36 
points and in lengths from 3 to 65 picas. The 
notched end of block is for 6, 12 and 18 point 
thicknesses and smooth end for miscellaneous 
thicknesses. 

New Spindle and Bushings 

These spindles are made as accurate as can be 
made and will fit your saw perfectly. The finest 



Improved Hood 

A new design of aluminum hood which is 
considerably strengthened at the hinge end and 
is adjustable to height. Has a convenient finger 
grip for raising, eliminating the danger of getting 
fingers into the saw. 

THE MONOMELT CO., INC. 
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Give your 
Old Saw 

a NEW 
DEAL/ 



Equip it 
the 

MONOMELT 
Way! 




No Need to Trade in Your Old Miller Saw! 

Rebuild it the MONOMELT Wayl 







^^ 


-> 

Sure-Grip 
Work Holder 










^^^^^^v 




New Design 
Aluminum Hood 
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Make it 50% better than when you bought it new 

By installing these new improved parts and attachments 



